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Subpart B—Monitoring Network 

SOURCE: 71 FR 61298, Oct. 17, 2006, unless 
otherwise noted. 

§ 58.10 Annual monitoring network 
plan and periodic network assess-
ment. 

(a)(1) Beginning July 1, 2007, the 
state, or where applicable local, agency 
shall submit to the Regional Adminis-
trator an annual monitoring network 
plan which shall provide for the docu-
mentation of the establishment and 
maintenance of an air quality surveil-
lance system that consists of a net-
work of SLAMS monitoring stations 
that can include FRM, FEM, and ARM 
monitors that are part of SLAMS, 
NCore, CSN, PAMS, and SPM stations. 
The plan shall include a statement of 
whether the operation of each monitor 
meets the requirements of appendices 
A, B, C, D, and E of this part, where ap-
plicable. The Regional Administrator 
may require additional information in 
support of this statement. The annual 
monitoring network plan must be made 
available for public inspection and 
comment for at least 30 days prior to 
submission to the EPA and the sub-
mitted plan shall include and address, 
as appropriate, any received comments. 

(2) Any annual monitoring network 
plan that proposes network modifica-
tions (including new or discontinued 
monitoring sites, new determinations 
that data are not of sufficient quality 
to be compared to the NAAQS, and 
changes in identification of monitors 
as suitable or not suitable for compari-
son against the annual PM2.5 NAAQS) 
to SLAMS networks is subject to the 
approval of the EPA Regional Adminis-
trator, who shall approve or disapprove 
the plan within 120 days of submission 
of a complete plan to the EPA. 

(3) The plan for establishing required 
NCore multipollutant stations shall be 
submitted to the Administrator not 
later than July 1, 2009. The plan shall 
provide for all required stations to be 
operational by January 1, 2011. 

(4) A plan for establishing source-ori-
ented Pb monitoring sites in accord-
ance with the requirements of appendix 
D to this part for Pb sources emitting 
1.0 tpy or greater shall be submitted to 
the EPA Regional Administrator no 

later than July 1, 2009, as part of the 
annual network plan required in para-
graph (a)(1) of this section. The plan 
shall provide for the required source- 
oriented Pb monitoring sites for Pb 
sources emitting 1.0 tpy or greater to 
be operational by January 1, 2010. A 
plan for establishing source-oriented 
Pb monitoring sites in accordance with 
the requirements of appendix D to this 
part for Pb sources emitting equal to 
or greater than 0.50 tpy but less than 
1.0 tpy shall be submitted to the EPA 
Regional Administrator no later than 
July 1, 2011. The plan shall provide for 
the required source-oriented Pb moni-
toring sites for Pb sources emitting 
equal to or greater than 0.50 tpy but 
less than 1.0 tpy to be operational by 
December 27, 2011. 

(5)(i) A plan for establishing or iden-
tifying an area-wide NO2 monitor, in 
accordance with the requirements of 
Appendix D, section 4.3.3 to this part, 
shall be submitted as part of the An-
nual Monitoring Network Plan to the 
EPA Regional Administrator by July 1, 
2012. The plan shall provide for these 
required monitors to be operational by 
January 1, 2013. 

(ii) A plan for establishing or identi-
fying any NO2 monitor intended to 
characterize vulnerable and susceptible 
populations, as required in Appendix D, 
section 4.3.4 to this part, shall be sub-
mitted as part of the Annual Moni-
toring Network Plan to the EPA Re-
gional Administrator by July 1, 2012. 
The plan shall provide for these re-
quired monitors to be operational by 
January 1, 2013. 

(iii) A plan for establishing a single 
near-road NO2 monitor in CBSAs hav-
ing 1,000,000 or more persons, in accord-
ance with the requirements of Appen-
dix D, section 4.3.2 to this part, shall be 
submitted as part of the Annual Moni-
toring Network Plan to the EPA Re-
gional Administrator by July 1, 2013. 
The plan shall provide for these re-
quired monitors to be operational by 
January 1, 2014. 

(iv) A plan for establishing a second 
near-road NO2 monitor in any CBSA 
with a population of 2,500,000 persons or 
more, or a second monitor in any CBSA 
with a population of 1,000,000 or more 
persons that has one or more roadway 
segments with 250,000 or greater AADT 
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counts, in accordance with the require-
ments of appendix D, section 4.3.2 to 
this part, shall be submitted as part of 
the Annual Monitoring Network Plan 
to the EPA Regional Administrator by 
July 1, 2014. The plan shall provide for 
these required monitors to be oper-
ational by January 1, 2015. 

(6) A plan for establishing SO2 moni-
toring sites in accordance with the re-
quirements of appendix D to this part 
shall be submitted to the EPA Re-
gional Administrator by July 1, 2011 as 
part of the annual network plan re-
quired in paragraph (a) (1). The plan 
shall provide for all required SO2 moni-
toring sites to be operational by Janu-
ary 1, 2013. 

(7) A plan for establishing CO moni-
toring sites in accordance with the re-
quirements of appendix D to this part 
shall be submitted to the EPA Re-
gional Administrator. Plans for re-
quired CO monitors shall be submitted 
at least six months prior to the date 
such monitors must be established as 
required by section 58.13. 

(8)(i) A plan for establishing near- 
road PM 2.5 monitoring sites in CBSAs 
having 2.5 million or more persons, in 
accordance with the requirements of 
appendix D to this part, shall be sub-
mitted as part of the annual moni-
toring network plan to the EPA Re-
gional Administrator by July 1, 2014. 
The plan shall provide for these re-
quired monitoring stations to be oper-
ational by January 1, 2015. 

(ii) A plan for establishing near-road 
PM 2.5 monitoring sites in CBSAs hav-
ing 1 million or more persons, but less 
than 2.5 million persons, in accordance 
with the requirements of appendix D to 
this part, shall be submitted as part of 
the annual monitoring network plan to 
the EPA Regional Administrator by 
July 1, 2016. The plan shall provide for 
these required monitoring stations to 
be operational by January 1, 2017. 

(9) The annual monitoring network 
plan shall provide for the required O3 
sites to be operating on the first day of 
the applicable required O3 monitoring 
season in effect on January 1, 2017 as 
listed in Table D–3 of appendix D of 
this part. 

(10) A plan for making Photo-
chemical Assessment Monitoring Sta-
tions (PAMS) measurements, if appli-

cable, in accordance with the require-
ments of appendix D paragraph 5(a) of 
this part shall be submitted to the EPA 
Regional Administrator no later than 
July 1, 2018. The plan shall provide for 
the required PAMS measurements to 
begin by June 1, 2019. 

(11) An Enhanced Monitoring Plan 
for O3, if applicable, in accordance with 
the requirements of appendix D para-
graph 5(h) of this part shall be sub-
mitted to the EPA Regional Adminis-
trator no later than October 1, 2019 or 
two years following the effective date 
of a designation to a classification of 
Moderate or above O3 nonattainment, 
whichever is later. 

(12) A detailed description of the 
PAMS network being operated in ac-
cordance with the requirements of ap-
pendix D to this part shall be sub-
mitted as part of the annual moni-
toring network plan for review by the 
EPA Administrator. The PAMS Net-
work Description described in section 5 
of appendix D may be used to meet this 
requirement. 

(b) The annual monitoring network 
plan must contain the following infor-
mation for each existing and proposed 
site: 

(1) The AQS site identification num-
ber. 

(2) The location, including street ad-
dress and geographical coordinates. 

(3) The sampling and analysis meth-
od(s) for each measured parameter. 

(4) The operating schedules for each 
monitor. 

(5) Any proposals to remove or move 
a monitoring station within a period of 
18 months following plan submittal. 

(6) The monitoring objective and spa-
tial scale of representativeness for 
each monitor as defined in appendix D 
to this part. 

(7) The identification of any sites 
that are suitable and sites that are not 
suitable for comparison against the an-
nual PM 2.5 NAAQS as described in 
§ 58.30. 

(8) The MSA, CBSA, CSA or other 
area represented by the monitor. 

(9) The designation of any Pb mon-
itors as either source-oriented or non- 
source-oriented according to Appendix 
D to 40 CFR part 58. 

(10) Any source-oriented monitors for 
which a waiver has been requested or 
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granted by the EPA Regional Adminis-
trator as allowed for under paragraph 
4.5(a)(ii) of Appendix D to 40 CFR part 
58. 

(11) Any source-oriented or non- 
source-oriented site for which a waiver 
has been requested or granted by the 
EPA Regional Administrator for the 
use of Pb-PM 10 monitoring in lieu of 
Pb-TSP monitoring as allowed for 
under paragraph 2.10 of Appendix C to 
40 CFR part 58. 

(12) The identification of required 
NO2 monitors as near-road, area-wide, 
or vulnerable and susceptible popu-
lation monitors in accordance with Ap-
pendix D, section 4.3 of this part. 

(13) The identification of any PM 2.5 
FEMs and/or ARMs used in the moni-
toring agency’s network where the 
data are not of sufficient quality such 
that data are not to be compared to the 
NAAQS. For required SLAMS where 
the agency identifies that the PM 2.5 
Class III FEM or ARM does not produce 
data of sufficient quality for compari-
son to the NAAQS, the monitoring 
agency must ensure that an operating 
FRM or filter-based FEM meeting the 
sample frequency requirements de-
scribed in § 58.12 or other Class III 
PM 2.5 FEM or ARM with data of suffi-
cient quality is operating and report-
ing data to meet the network design 
criteria described in appendix D to this 
part. 

(c) The annual monitoring network 
plan must document how state and 
local agencies provide for the review of 
changes to a PM 2.5 monitoring network 
that impact the location of a violating 
PM 2.5 monitor. The affected state or 
local agency must document the proc-
ess for obtaining public comment and 
include any comments received 
through the public notification process 
within their submitted plan. 

(d) The state, or where applicable 
local, agency shall perform and submit 
to the EPA Regional Administrator an 
assessment of the air quality surveil-
lance system every 5 years to deter-
mine, at a minimum, if the network 
meets the monitoring objectives de-
fined in appendix D to this part, wheth-
er new sites are needed, whether exist-
ing sites are no longer needed and can 
be terminated, and whether new tech-
nologies are appropriate for incorpora-

tion into the ambient air monitoring 
network. The network assessment 
must consider the ability of existing 
and proposed sites to support air qual-
ity characterization for areas with rel-
atively high populations of susceptible 
individuals (e.g., children with asth-
ma), and, for any sites that are being 
proposed for discontinuance, the effect 
on data users other than the agency 
itself, such as nearby states and tribes 
or health effects studies. The state, or 
where applicable local, agency must 
submit a copy of this 5-year assess-
ment, along with a revised annual net-
work plan, to the Regional Adminis-
trator. The assessments are due every 
five years beginning July 1, 2010. 

(e) All proposed additions and 
discontinuations of SLAMS monitors 
in annual monitoring network plans 
and periodic network assessments are 
subject to approval according to § 58.14. 

[71 FR 61298, Oct. 17, 2006, as amended at 72 
FR 32210, June 12, 2007; 73 FR 67059, Nov. 12, 
2008; 73 FR 77517, Dec. 19, 2008; 75 FR 6534, 
Feb. 9, 2010; 75 FR 35601, June 22, 2010; 75 FR 
81137, Dec. 27, 2010; 76 FR 54341, Aug. 31, 2011; 
78 FR 16188, Mar. 14, 2013; 78 FR 3282, Jan. 15, 
2013; 80 FR 65466, Oct. 26, 2015; 81 FR 17279, 
Mar. 28, 2016; 81 FR 96388, Dec. 30, 2016] 

§ 58.11 Network technical require-
ments. 

(a)(1) State and local governments 
shall follow the applicable quality as-
surance criteria contained in appendix 
A to this part when operating the 
SLAMS networks. 

(2) Beginning January 1, 2009, State 
and local governments shall follow the 
quality assurance criteria contained in 
appendix A to this part that apply to 
SPM sites when operating any SPM 
site which uses a FRM, FEM, or ARM 
and meets the requirements of appen-
dix E to this part, unless the Regional 
Administrator approves an alternative 
to the requirements of appendix A with 
respect to such SPM sites because 
meeting those requirements would be 
physically and/or financially imprac-
tical due to physical conditions at the 
monitoring site and the requirements 
are not essential to achieving the in-
tended data objectives of the SPM site. 
Alternatives to the requirements of ap-
pendix A may be approved for an SPM 
site as part of the approval of the an-
nual monitoring plan, or separately. 

VerDate Sep<11>2014 16:59 Dec 02, 2020 Jkt 250156 PO 00000 Frm 00260 Fmt 8010 Sfmt 8010 Q:\40\40V6.TXT PC31kp
ay

ne
 o

n 
V

M
O

F
R

W
IN

70
2 

w
ith

 $
$_

JO
B


		Superintendent of Documents
	2021-12-02T14:05:44-0500
	Government Publishing Office, Washington, DC 20401
	Government Publishing Office
	Government Publishing Office attests that this document has not been altered since it was disseminated by Government Publishing Office




